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Chuck got the test plan
Did not get the design document because of an overlooked link
    Printed it up, and was going to make comments on the fly
Mentioned we wanted to get to the Comm. document right away
Some point he'd like to get through the workflow example, explain the application, etc
    Thought that would be helpful in hammering out the rest of the requirements
Comm Document
    1 - Straight forward, no questions
    2 - Interfaces
        In general, imagine making components which need to implement CF_Resource
        Process:
            Make a CORBA component
            It's specified in the IDL
            Run through the compiling, which produces stub and skeleton
            Things are typically inherited
            The component will already support the IDL
            If object references to it, you don't have to get the port, just the object reference and use that
            If you have the component, you'd want it to have an event port
                If you'd like 5 event ports you're not going to be able to do it
            This is done in a tie(?) approach
            You can inherit of make an instance
        If we decide to support this, a differentiation between supports port and provides port shown
        This would be a medium requirement
        Supports does not have anything to specify component instantiation reference
            Supports port:  in XML we see what uses port is Component Supp. Int.(?)
            He went on to explain some properties
            Example: CF_Resource
                Inherit from base
                In SCD, software component element (D31)
                Supports Interface
                Component features
                    Supports int.
                    Give it a repid
                    One of the interfaces (D5-15)
                        This gets an id
                        Reference made to this id
                        Given a name as well
    3 - Straight forward, no questions

    4.1 - Outer-Find-By (D45) -> domain finder

        What/where is name set up

        It's optional for one thing

        Let's assume several loggers

            Can draw line to logger

            Domain finder(?)

                Specify name

                Used to tie it to a specific logger

                Name comes up in SCD or SPD

                    Nevermind, it'll be in the DCD

                Guess when a log is made, a component inst. section made

                in the DCD where name is created

    4.2 - Ask through email

    5.1 - Dependencies

        ID is an attribute (D13), is it the same as the one from the DCD (D50)?

            No

        ID of the instantiation?

            No

            Can't do this in XML

        The id is a unique specifier which gets referenced on page D45

            device used by this component

            uses reference id references this id

            Ben took down notes on the example he went over

        Assume that uses device relationship is the only one going to be used

    5.2 - Property Reference

        Refer back to the example

        Have instead a Manufacturing Device Code (MDC) as the id

        Then the relationship/dependancy can be pointed to the MDC

        Not sure how property value in the example works in relation to other value

            Action property:  used to define component in example

                D1 has an UUID corresponding to MDC

                String would be device_id with action of "="

            External:  actually telling application factory to query in real time

                Could have an allocation property which has value of 100

                That would tell to create 100 of whatever the device is

 

Tuesday, February 4th:  4-5 call
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